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Traffic control and trafric flow.

'1. There should b€ one Primary accessway ftom the CSCO district Property to a Public
right-of-way. One or more secondary accessways may b€ p€rmitted by the town if
a;ditional Lccess points are recommended by th€ town's trafric engin€er or trafFlc

consultant in order to ensure orderly and safs tratrtc movemont within the district and

b6tw€en the disfict and ad,ioining areas. The recommendalion of the town trafiic

engineer or traffrc consultanl must be approved by the town planning board.

2. Th€ applicant shall install such traffic control devkles as recommended by the traffc
erBinddr, taffc consultant or th€ state highway engin€€r both within the district and at

any paces where CSCD t afic, arteries, roads, streets or ways intersecl a public or
private rightof-way. The cost of installing lh8 traffic control devices shall be Paid by

ihe applicant. Ths CSCD shall mainlain all traffic control devices within the district

which are located on the CSCD property.

3. There shall be no parking ateas contiguous lo the right-of-way margin or any area

used for vehicular trafiic such that a vehk e is required to back or maneuver into the

CSCD traffic system while entering or l€aving a parking sPace.

4. The applicant must submit a CSCD internal traffic llo\ plan and an internal parking

area lraftic flow plan lo th€ planning board for its apProval

5. Accessways shall be not less than 30 feet nor morc than 40 feet in width at thek
intqsectio; with the Prop€rty line. Accessways shall be installed with curbs of
concrete. Curb returns shall have a minimum radius of 30 feet. At its interection with

a property line, an accessway shall not be less than 100 feet from another accessway

or 50 fe€t from th€ corner of a property.

6. ThG location and des(ln of accessways shall be such thal trafric congestion is reduced

as much as possible and traffic hazards are eliminated.

Otr-s,rcet pa*ing. Offsteet parking shall be provided according to the following

requirements:

1. For CSCDS having 25,OOO to 4OO,O00 square teet ol gross leasable area' not less

than four spaces Per 1,000 square fe€t GLA.

2. For CSCDS having more than 4OO,OOo square feet of gross leasable atea, nol lsss

lhan five spaces per '1,000 square feet GLA.

3. Handicapped ramps shall be provided near handicapp€d parking areas.

4. Each shop or store in excess of 50 fe€t daep shall have a@ess to a rear or side

entranc€ that is wilhin a rsasonable distance and is accessible to a loading area and

service drive. Service drives shall be a minimum of 26 feet in width and shall be in
addition lo and not a part of lhe drives or circulalion syslem used by vehicles of
shoppers. Loading and dolivery zones shall be clearly marked. Shops or stores less

than'50 feet de€tare not required to havs acc€ss lo a rear or side entrance, bul they
must be protecled by the installation of a sprinkler system design to comply with

installations approved by the stale insurance commission. Shops less than 50 feet

deep may not constitute more than 30 Percenl of the loasable area of a CSCD

5. Bicycle parking devices shall be install€d to provide one bicycle Parking sPace for
eac-h SO autombbile parking spaces. Design of parking devicss can be obtained from

the bicycle program of ttt€ state department of transportation.

Lighting. All parking areas and accessways shall be floodlighted in accordance with the

standaids of the town. All outside lighting shall be anangGd and shielded to prevent glare

o. reflection, nuisance, inconvenience or hazardous interferenc€ of any kind on adioining

lots or residential areas or area tfaveled by motor vehicles and 6hall provide security for
CSCD customers.
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l. Fie hydrants. Fire hydrants shall be r€quired at locatbns approved by the danning board
and lire cfrief. No portlon of a htilding shall be farther than 25O fo€t nor ctoser than 50 fe€t
lo a tire hydrant. Hydrants shall b€ prot€cted fom trafilc in accordance with th6
requirements of 0re town and shall be marked and painted as rsquired by the town and lhe
lire d€partment. The CSCD 8hall mark and maintain tire lan€s. Parking shall not be
p€rmitt6d in the fire lane3. A paved tire lano 12 feet in wHth shall encirdo th€ CSCD
buildlng3. The lire lane msy be p€rmittod along the rear or sk e of a CSCD satellite building
upon recommendation of the fire chief and approval of lh€ danning board. Upon
r€comnrendatbn of the fire chi€f ard the town plann€r with th€ approval of ths planning
board, oth€r alternativ€ means of provkring omergency vohicle a@oss may be authorizod,
or, upon requosl of th€ applicant, the planning board may uraiv€ th€ r€quir€m€nt of the 12-
foot pavod vohEtlar fir€ lane around the buildin$, provided th6 applicant, in lieu therool
agre€s to and does instell in th€ CSCD buildings a sprinkler syslem in accordanc€ with th€
National Fire Prolection Associatbn's standerds and th€ stale insuran@ commissbn's
Etandards for commercial Btructures. ln addilion, th€ sprlnkler systom shall b€ appro\red by
the town building insp€clor and/or lir8 chi€f.

m. Sorrd r.€ste. Containers for garbage and refuse shall be provided in accordanco with the
requirements of lh€ town and, if applicable, the county departmcnl of public norks. Areas
for scr6€nod dumpst€rs shall be proviled so as to be out of tho traffic flow, accessible to
garbage trucks at all tim€s and of adequate size to me€t th6 noeds of all us€s at th€
canter. Garbage pickup and comme{cial deliverlrs shall b€ during the hours betw€en 7:0O
a.m. and 9:00 p.m.

n. Stomwat managenpnl. lt shall be required that an adequate method for managing
sbrmwater runofi shall b€ develop€d. Whenever po€sibl6, stormwater manag€ment
systoms, parking layout and the locatbn of curbs end gutters should be danned
simultaneously- Any endosed portion of a system should be designed to menage
stormwater not iust to dispose d it or dispers€ it. No stormwater runoff shall be allourod
within p€destrhnways or p€d€strian easemenl areas.

o. PuUic restrooms. Any CSCD shop o. store occupying more than 10,000 square fe€t shall
provido restroom facilities available to the general public. These restroom facilities shall be
d€arly markod and shall be malntrained by lh€ shop or store.

p. Shqping cf,nter signage. A uniform shopping center signage cfiteria plan shall be
submitted to th€ tdvn for approval. The purpose of this plan is to d€fin€ and sp€ciry all
exterior signage for the shopping center. This plan wlll sel forth guidelines and desEn
concepts for a coordinated and complementary graphic image fior the enlire shopping
canler.

1 . Shqping cenler site idenliftcatbn sbn. One freestanding shopping @nter site
identification sign shall b€ permitled at th6 accass or enfan@way. The shopping
center idedmcaton site sign shall not exc€€d 64 square fs€t. The sign and the
supporling slruc-ture shall not exc€od 20 feet in height trom the undisturbed ground
area.

2. Secodary accessway or entan@way shopp,try c€nler ilenlifuolbn srgns. A
secondary acoass or entran@{ray shopplng cent6r sile identmcation sign may be
pormitted with th€ approval of th€ planning board. The secondary shopping cBnter ste
kientification sign shall not erce€d ten square feel, and thB sign and Btruc-ture
supporting it shall not exceed ten fest from th€ undbturb€d ground surface.

3. L@atk,,I. of klentifrcdlbn srgns. Both the primary and secofldary CSCO site
identification 6lgns must b€ located such as nol to block or lnterfore with the ability of
molor vehi:le operators to obs€rve tho traffic while the operators are enlering or
exiting lhe cscD area.

4. Lighling of CSCD k enfif,/catiJ/t srgns. All CSCD ste identification signs shatt b€
indhectly light6d such that the light is retain€d on th€ site and does not interfere with
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traffic or noighboring Property owners. No intemal illumination shall be allowed, and

no neon or animated signs shall b€ allowed.

5. Diectory locator sun. Direclory locator signs may be local€d at the entrances to

parking iots. The buiinesses contrained on the directory locator sign should be those

Lusineises whose CSCD enrances are closest lo the parking lot wh€re the sPecific

directory locator is locat€d. Th€8o 6igns stDuld b€ no larger than n€cessary to allow

th6m tob€ rgad from a Elowly moving vehk e. These signs shall not exceed 15 foet in

height.

6. Directionatsbns. Direclional signs for pedestrian and vehicle itaffic shall be located

as needed wiithin tne csco dLvelopment subject to Planning bosrd approval No

directional sign shall exceed six squar€ fe€t in size.

7. Exteriq wal signs. Extorior wall signs may be permitted within limits of a uniform

shopping centeisignag€ criteria plan. Such signs may occupy up to ten percent of the

Oispliy irea of theiacade of individual shops, but in no case shall an individual store's

sign display exceed 90 square fe€t.

Satorrrlo businass ,ots slandards dN roqulrcments.

1. Dimensional standards. At least one acre of gross area within the lot lines is required.

2. Sgns. One fre€standing siln shall b€ Permitted per lot, which sign shall not exceed 32

sq-uare feet in area. Thi mlximum height for both the structure and the sign shall be

eight feel from lhe undisturbed ground surface.

3. Lot coverage. The maximum lot coverage P€r parcel is 60 percent, which shall include

parking and driveway areas.

4. Number ot buirdrhgs. On6 freestanding building is allowed per lot. ExcePt for theaters,

no party or common walls are allo^red.

5. Parking. Parking requirements for each use shall be thos€ as s€t forth in this chapter'

There shall be no shared parking with the shopping center parcel, excapl that theaters

may share parking areas with ths CSCD parcel with the approval of th€ planning

board.

6. Atchitecturat contol aN revbw. The exterio. of all buildings and signs must be

compatible with the shoPping center atchit€ctural themc.

7. Dumpstets and deliveries. DumPster location and deliverias shall be approved by the
planning board. Delivsries shall only occur b€lween 7:00 a.m, and 7:00 p m.

8. Ltghting standaftls. All exterior lighting shall shine within the site and be direcled such

thit it does nol interfore with neighboring businesses and traffic.

9. Minimum front yard. Each satellite business lot shall have a minimum front yard of 35

feet. This area shall be maintained as a bufier planted with ground cover along this

frontage.

10. Minimum silo yard. Each lot shall have a minimum side yard of 15 feet. A strip of at

least ten fe€t shall be maintained as a vog€tated buffer.

11. Minimum rcar yad. Each lot shall have a minimum rcat yard of 15 feet A strip ofat
least ten feel shall be maintained as a vegotated bufier'

12. Hek)ht limitdlion. Marimum total height shell not exceed 35 fe€t from existing grade

exclusive of chimn€ys, flagpoles, communication masts and aerials.

Separation fron tosdential distrrcts. No buildirE or other facility, such as parking areas,

trash colleclion areas, etc., shall b€ located c-loser lhan 100 feet lo the boundaries of a
residential district. The width of a driveu/ay or a road right-of-way along such boundsry may
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